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Magnetical properties Conditions Min Setpoint Max Unit
Pull-In excitation (Reference value) [Reed switch unmodified ' oo 15 15 AT
Test-Coll Reed switch unmodified KMS-01
Contact data 66 Conditions Min Setpoint Max Unit
Contact-No. 66
Contact-form A
Contact-material Rhodium
- bination of V & A
Contact ratlng ﬁgty toD gfgen;df?ﬁgi(r)?n%ividual max.'s 10 W
SWitChing VOItage (<21 AT) ;\gty tgg;gen;gl?ﬁgi??n%ﬁv\i/d%eﬁ max.'s 180 v
Switching current DC or Peak AC 0,5 A
Carry current DC or Peak AC 1,25 A
Contact resistance static Heasured with 40% overdrive 150 mOhm
Insulation resistance RH <45 %, 100 V test voltage 10 GOhm
Breakdown voltage (<21 AT) according to IEC 255-5 200 VDC
Operate time incl. bounce measured with 40% overdrive 0,5 ms
Release time measured with no coil excitation 0,1 ms
Capacity @ 10 kHz 0,2 pF
Contact dimensions Conditions Min Setpoint Max Unit
Contact strands R= round and P= flat Connecting leads r
Overall length Tolerance according to drawing 44,3 mm
Glass body length Tolerance according to drawing 14 mm
Environmental data Conditions Min Setpoint Max Unit
Shock 1/2 sine wave duration 11ms 50 g
Vibration from 10 - 2000 Hz 20 g
Ambient temperature -20 130 °C
Storage temperature -55 130 °C
Soldering temperature max. 5 sec 260 °C
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